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NEW - 4 mm silicone safety test leads

Product description

Description

Safety silicone measuring lead, at eit-
her end 4 mm diameter safety connec-
tor with straight outlet. Nickel-plated 
copper beryllium contact spring. Highly 
exible, double insulated stranded

lead, high-temperature resistant, shat-
ter-proof grip sleeve and lead. Built in 
colour indicator for easy identi cation 
of insulation damages.

Safety silicone measuring lead, at 
either end 4 mm diameter safety con-
nector with straight and angled outlet. 
Nickel-plated copper beryllium contact 
spring. Highly exible, double insula-
ted stranded lead, high-temperature 
resistant, shatter-proof grip sleeve and 
lead. Built in colour indicator for easy 
identi cation of insulation damages.

Safety silicone measuring lead, at 
either end 4 mm diameter safety 
connector with onward connection 
capability (4 mm socket). Nickel-plated 
copper beryllium contact spring. Highly 
exible, double insulated stranded 

lead, high-temperature resistant, shat-
ter-proof grip sleeve and lead. Built in 
colour indicator for easy identi cation 
of insulation damages.

Safety silicone measuring lead with 
dual function safety test probe. Tip for 
penetration of insulation and oxide 
layers and 4 mm diameter pin for 
insertion into sockets. 4 mm diameter 
safety connector with straight outlet. 
Incl. tip protection.

Safety silicone test lead with dual 
function safety test probe. Tip for pe-
netration of insulation and oxide layers 
and 4 mm diameter pin for insertion 
into sockets. 4 mm diameter safety 
connector with right-angled outlet. 
Incl. tip protection.

Type / designation MLS SIL GG MLS SIL WG MLS SIL WS PL 2600 SIL S PL 2600 SIL S W

Article-no. / cable length

Housing colour

Technical data

Rated voltage 1000 V 1000 V 1000 V 1000 V 1000 V

Measurement category 
acc. to  IEC61010 CAT III CAT III CAT II CAT II CAT II
Rated current
(Consider derating curve) 16 A 16 A 16 A 16 A 16 A

Housing material PA PA PA PA, PP PA, PP

Temperature range -15° C to + 70° C -15° C to + 70° C -15° C to + 70° C -15° C to + 70° C -15° C to + 70° C
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